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Port State Control

SOLAS Ch.2-2 Reg.10.5 Fire extinguishing arrangements in machinery spaces

5. 2 Machinery spaces of category A containing internal combustion machinery
5. 2. 2 Additional fire—extinguishing arrangements

5.2.2.1 There shall be at least one portable foam applicator unit complying with the
provisions of the Fire Safety Systems Code.

5.2.2.2 There shall be in each such space approved foam-type fire extinguishers,
each of at least 45 1 capacity or equivalent, sufficient in number to enable foam or its
equivalent to be directed on to any part of the fuel and lubricating oil pressure sys-—
tems, gearing and other fire hazards. In addition, there shall be provided a sufficient
number of portable foam extinguishers or equivalent which shall be so located that no
point in the space is more than 10 m walking distance from an extinguisher and that
there are at least two such extinguishers in each such space. For smaller spaces of
cargo ships the Administration may consider relaxing this requirement.

5.1 Machinery spaces containing oil-fired boilers or oil fuel units
5. 1. 2 Additional fire-extinguishing arrangements

5.1.2.1 There shall be in each boiler room or at an entrance outside of the boiler
room at least one portable foam applicator unit complying with the provisions of the
Fire Safety Systems Code.

5. 1. 2. 2 There shall be at least two portable foam extinguishers or equivalent in each
firing space in each boiler room and in each space in which a part of the oil fuel instal-
lation is situated. There shall be not less than one approved foam-type extinguisher
of at least 135 | capacity or equivalent in each boiler room. These extinguishers shall
be provided with hoses on reels suitable for reaching any part of the boiler room. In
the case of domestic boilers of less than 175 kW, or boilers protected by fixed water—
based local application fire—extinguishing systems as required by paragraph 5.6, an

approved foam-type extinguisher of at least 135 1 capacity is not required.

5.1.2.3 In each firing space there shall be a receptacle containing at least 0.1 m®
sand, sawdust impregnated with soda, or other approved dry material, along with a
suitable shovel for spreading the material. An approved portable extinguisher may be
substituted as an alternative.
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